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ROUTE FAP 302 (IL 336) DESCRIPTION IL 338 Retaining Wall at the Lamoine River
SECTION 45 LOCATION 8W 14, SEC. 15, TWP. 5 N,ENG.5 W,4 PM
COUNTY Hancock CORING METHOD Christensen NXB Wireline w'Water : :
C T R
STRUCT. NO. 034-R014 CORING BARREL TVPE & NiB ¢l o 1 B
Station 1296 +25 Q v " N
G Dimler —s I R| E E ¢
BORING NO. 64 Top ofReck Hlow. & vl g
Station 1295 +50 Begin Core Elv. ' Y M
Offset 10.0f Bt
Ground Surface Elev. 5409 & %) (1)

Dark Grey to Grey Moderutaly Indursted Fossiliferous LIMESTONE w/Interbedded
Argillaceous LIMESTONE and Clayey SHALE Seqm (continued)

om0

Color pictures o the oures On Request
Cores will be stored for examintion until § Years after Construstion
The "Strength” column repeesents the uriaxial compreveive stcength of the core sampla (ASTM  D-2938)
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BOUTE FAP 302 (IL 886) DESCRIPTION IL 386 Retaining Wall at the Lamaine River
SECTION us LOCATION  _SW 14,8EC. 15, TWP. 6 N, RNG.6 W, 4 PM
COUNTY Hanoodk DRILLING METEOD HSA HAMMER TYPE
STRUCT. N0, 94ROl DB UM g Water Elev, 5160
Statian 1995+25 El L €| O | Srem Bod Elv. No Daia
- P 0 8 I -
BOEING NO. ® T W 8 || Groundwater Elev.
Station 1296+ 00 H| 8 | @ | T |First Enconnter No Enceunter
Offet 508 Rt |7 Upeon Completion Cored
Ground Surface Elev. 5480 o (@ | 4 |t | B |yAne Hrs. Pluged I
Gregiah Brown Mot V,
Weathersd Clayey SHALE =
Auger Refinal at 12 - Begin sam  —
Bock Core _
‘Borehole coutizwed with Tock 1
aring. ]
4

The Unconfined Campressive Stzonghh (UCS) Failure Mods is indisted by (B-Bulge, S-Sheer, P-Penstrometer, E-Estimated)
Abbreviatioos WOH — Sampler Advanced By Weight of Harumer, W.0.P — Advanced by Weight of Pipe, BS. — Before Seating
The SPT (N value)is the sum of the lsst two blow values in each sampling 3oue (AASHTO T206) BES, from 137 (Ber. 599)

BOCK CORE . 406 SEGTION 608 ISTRMFITODT 1105

FAP. TOTAL | SHEET
RTE. SECTION COUNTY SHEETS NO. SHEET NO. 16
35 |34-568) HANCOCK 612 263 18 SHEETS

FED. ROAD DIST. NO.7 ILLINOIS'FED. AID PROJECT-

Contract No: 72682
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ROUTE FAP 802 (IL 386) DESCRIPTION IL 388 Retaining Wall at the Lamaine River LOGGED BY M. Tappan

SECTION U LOCATION ~ __SW 14, 8KC, 15, TWP. § N,RNG.6 W,4 P

COUNTY Haneock CORING METHOD Christensen NXB Wireine w/Water : . CORE :

c | . T R

BTRUCT.NO. 034-Rou CORING BARREL, TYFE & NGB 2l clolal 1 E

L L N— o v N N
Core Diameter 18 0 i :

BORING NO. B Top ofBock Bev. B 8 ElEl " N
Station 1996+00 Begin Core Elev. T R 4 vy | M
Ot 50R Bt
Groud Surface Hev. T ® @ | ® | ® @) |G

Grey Poorly to Moderately Tndurated Grysalline LIMESTONE winterbedded 123" w1 % | &

Bearns of Very Weathered Argillaceous LIMESTONE

63830 —
Grey Poarly o Modsrately Indwated Fossiferous Crystalline LIESTONE w —
Interbedded Argillacsous LIVESTONE end Clapey SHALE Soams _
4
BRI
7 a8
m N
—1 3 | 00 &
1 L
-l
il 4 | 100 ™
| u
o 78
s |0 | % 54

Color pictures of the cares On Request
Cores il be stored for examination wtl 5 Years after Construction
The "Sizength” colwmm reprosents the unisxisl compreseive strength of the core sempls (ASTM

D-2938)
BBS, form 133 (Rev. 8-99)
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